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SBND & DUNE APA Comparison

DUNE APA
SBND APA ~— 2300 mm —~

Summary: A

® One-sided wire attachment

(i.e. no wire wrapping)
3 wire planes (vert, £60°) SBND APA

3 mm wire pitch «—— 2580mm ——
3 mm between planes S = x60

@ Open back allows light A
guide or PMT based light
collection hardware

W ¢°0909

e “Tiled” APA frame design
to form the TPC
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o U/V wires are “jumped”
across neighboring APAs,
so readout only at outside
perimeter of TPC (top and
sides)




max distortion
from wire tension:
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http://www.pfl-rmf.co.uk/

Bridging APA Frames

electron
drift path

.................................

APA Frame
:
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deflector board

Minimize total readout Channels strips held at few hundred volts potential

Minimize dead space between tiled APA frames



V carrier U carrier
board board

|

top-mounted
<«— poards on
three sides

l

side-mounted
boards on —
one side

+2 mm on the frame construction is
impressive, but we’ll need better for
3 mm wire plane separation

note pull vs. a torque
from wires on carrier

boards at these
locations

top of frame

leveling
plates

vent
hole




holes for
SCrews

o holes for
alignment pins

|eve||ng plates hole for

length: 2-4 carrier boards (shown: 2) alignment pin

bolted L T e
to frame ) C Potom =

shims required to create level surface for carrier boards 7



APA Wire Stringing

@ For SBND, wire stringing will take place in US and UK
- Procedures being developed now by Manchester and Syracuse groups

@ Image below from Manchester semi-automated design:
- Frame supported on turntable device - rotates to three working angles
- Wiring head traverses on cross beam, which itself travels on fixed side rails
- Computer controlled stepper motors ensure precise positioning

® For wire stringing in US, communicating with PSL regarding use of techniques
developed for DUNE efforts (i.e. 35 ton). See Lee’s talk nexi.
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Wire Support Combs

@ Keep unsupported wire length <1.5m
- minimize wire sagging, deflections to maintain uniformity across planes
- control a wire in the case of breakage

U & V support

Y support

Y support
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@' Connecting APA Frames

T foo_oo [3.937 in] 14.00 /Section for Full Scale Mockup T
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Insert shimed Push/Pull inserts to adjust
fixed with 1/4" bolts before fixing with 1/4" set screws

Gap controlled with threaded connections along edge
Adjustable connection bar designed to control angle, alignment between APAs
Double-APA suspended at two outer corners only (minimize connection to lid deformations) 19



APA Prototype

@ Plan to begin construction soon of
a full-scale “single window pane” Section for FullScale Mockup
prototype to test: — /

1

//

- Mechanical construction of APA

frame \ | I
- Survey and shim leveling plates, e _ \x

wire carrier board installation

- Wire stringing

- Double APA assembly and
alignment, ensure uniform gap and
coplanarity, jumper installation

- Tests of wire integrity

- Test fit light collection mounting
scheme and hardware

- Other prototyping being
considered
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APA Challenges/Questions

Many important design, construction, and QA issues to be addressed

Lots of work ongoing

e APA frames and wire mounting boards within SBND to

®

®

®

address these

Ensure wire plane flatness across large frames issues and more

Assembly and installation procedures with large, delicate structures

Alignment and coplanarity between neighboring APAs - especially
when jumping U/V wires

Minimal distortions under wire tension and weight forces including
self weight, field cage, light collection, cabling, etc.

e Wire stringing procedures and tooling

®

®

Stretching and glueing of mesh layer under wire planes

Wire tensioning, soldering, epoxying procedures
13



APA Challenges/Questions

Many important design, construction, and QA issues to be addressed

e Quality control

e How best to survey wire tensions and positions (automation)? How
best to log and use this information?

e Continuity testing of each wire through to its readout? Wire bias
tests before installation?

e |s cold testing of each built frame required? If so, what is the facility

and procedure”? What measurements should be made?

e Long-term operation

e Long-term robustness of solder/epoxy connections

® |Intermediate wire combs to maintain plane uniformity and control
wires in case of breakage

e Role of prototypes to learn what we need to learn?

14



Extras
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The wires have a diameter of 150 um and are made of CuBe

Laser ,

635 nm; 3mW " The Setug

= |

Wire tension of 0.5 kg at room temperature

AN
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Wire lengths vary from centimeters up to 4 meters NS AN wire

Photodiode

Sensitive to 350-1200 nm
* need to measure many 1000s of wires

We need a method that can perform a fast . .
. . Idea: the wire fundamental frequency is
and precise measurement of the tension ) i .
excited by a very short mechanical hit
and the induced vibration is detected by
[ ] a laser—based optical system
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Wire Stringing Tooling/Process

Wiring Head

Simple movement for Y wires,
more complicated for U & V.

1. Make first joint 2. Move up and rotate to
perpendicular to board angle of wire

Path for ‘U’ wires

3. Move out and swing 4. Traverse to end pad and
round edge make final joint

18



Wire Carrier Boards

@ Several different board layouts required in SBND APAs
- UVY
- top/bottom vs. sides
- outside edge vs. adjoined edge




